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General Information about the Calvary Organ
+ Builder: M.P. Moller, Hagerstown, Maryland. This is their Opus 11,739.

* 205 ranks. A rank is a voice or a slop, meaning a row of pipes (i.e. a “wumpet rank").
Manual ranks generally have 61 pipes each, since there are 61 notes on each organ
keyboard.

= 11,548 pipes, ranging in size from 40 feet tall 1o a fraction of an inch in height.
Five ranks of “en chamade™ (horizontal) rumpets; total of six 32" ranks (two 32’ ranks
visible in the facade); pipe materials are polished zinc, polished bronze, other metals, or
wood; electro-pnewnatic pipe action.

» Console — 5 manuals (keyboards) and pedal; manual keys of bore and walnut sharps,
pedal keys of maple with walnut sharps; 306 wooden drawknob stops; 137 maple thumb
pistons; 61 brass foot controls: solid-state electronic action; Solid State Logic
combination action with 24 memory levels; elecirically adjustable organ bench with
removable backrest; moveable consoie platform; weight of console and platform:

2,000 pounds (1 ton).

* 13 Divisions: Great, Swell, Choir, Positiv, Solo, Bombarde, Gospel, Celestial,
Ancillary I, Ancillary I, Trompeteria L, Trompeteria II, Pedal.

= Nine electric blowers with a total of 29 horsepower.
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